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profiKURA / KURA Vario – 
THE VERSATILE ONE

 
 

 

Versatile covering possibilites



PAVED WALKING AREAS
› WITHOUT MANURE REMOVAL SYSTEM

profiKURA / KURA Vario

profiKURA / KURA:
stud profile on 
lower side

| THICKNESS
   24 mm   

Slope 
profiKURA:
max. 6 %

KURA:
max. 3 %	

APPLICATION

All paved walking areas without a manure removal system
› milking parlour, collecting yard, travel lane, crossing passage, ...

profiKURA Vario: Especially recommended if e.g. a smear layer can 
easily develop due to drying dung.

profiKURA Vario and KURA Vario 
can be connected.

INSTALLATION

THICKNESS	 	 WIDTH		  LENGTH

24 mm		  84 / 168 cm		  126 cm	 puzzle on 4 sides
	 	 	

DIMENSIONS 24 mm19 mm

Insert KURA Vario on the
edges as it is easier to cut.

TIP

Important: 
The puzzle interlock system of profiKURA / KURA Vario 
cannot be connected with other profiKURA / KURA 
options! Edge to edge installation is possible.

| Puzzle shaped edges can be combined versatilely
	 ›  efficient covering possibilites for most diversely shaped areas

| Animal-friendly soft & claw-friendly

| Slip-resistant

| Noise and stress reducing

| Faster milking
	 ›  improved parlour entrance and exit and relaxed cows

| Easy to install

KURA:
grip surface

profiKURA:
optiGrip surface
with abrasive 
corundum
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The products featured here are exclusively intended for the 
demonstrated applications. Technical details subject to change. 
Tolerances see kraiburg-elastik.com. Our General Terms and 
Conditions apply. Legal basis is the German version of the 
document.

Your KRAIBURG specialist dealer: Please refer to the relevant KRAIBURG specifications and
installation instructions, which provide valuable hints and tips.
Get them from your KRAIBURG specialist dealer or at
kraiburg-elastik.com.


